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Production Capacity

CBP Printing has the following in-house production capacities. If your order’s technical requirement is
beyond these capacities, please consult with us. LongPack has a network of partnered factories and
sub-suppliers in Shanghai which can almost meet any requirement.

Printing

Heidelberg 1C printing, 4C printing, 5C printing, 6+1C printing
Printing on paper from 60gsm up to 450gsm
Printing size limit: 720*1000mm

Binding
Saddle Stitching To bind by sampling sheets together where they fold at the spine. Also called
pamphlets stitch, saddle wire and stitch bind.

Loop Stitching To bind one or more printed sections together, by means of loop wire staples (stitches)
through the spine and centerfold. The loops enable the printed item to be inserted into a Ring Binder.
Normally we apply 2, 3 or 4 wires to loop stitch.

Sewn Binding To sew together the backs of the gathered sections before inserting into a cover.

Perfect Binding To bind sheets that have been ground at the spine and are held to the cover by glue.
Also called adhesive bind, cut-back bind, glue bind, paper bind, patent bind, perfecting bind, soft bind
and soft cover.

Burst Perfect Bind To bind by forcing glue into notches along the spines of gathered signatures before
affixing a paper cover. Also called burst bind, notch bind and slotted bind.

Case Bound The pages of the book are arranged in signatures, sewn together, and hard covers (cloth,
vinyl, or leather cases) are attached. The spine of our case bound hard cover book can be square or
rounded.

PUR Binding PUR (polyurtheane reactive) Adhesives differ from conventional hot melt glues (EVA) in
that they cure by cross linking, via a chemical reaction. Once cured, the adhesive’s higher molecular
weight provides a tough, pliable bond that is resistant to temperature extremes. PUR Binding is tough,
enabling repeated usage and increases flexibility characteristics.

Board Book A type of book printed on thick paperboard. The paperboard is printed and used for both
the cover and the interior pages. Each page panel is a minimum of two plies of paperboard thickness.

Spiral Binding To bind using a spiral of continuous wire or plastic looped through holes. Also called coil bind.

Wire-0 | Double-Loop Wire Binding To bind loose leaves using a series of metal wire loops formed
from a single continuous wire run through punched holes on the binding edge.

Finishing

Lamination (matt or glossy) Applying thin transparent plastic sheets to both sides of a sheet of
paper, providing strongest protection. Also available as gloss or matte.

Aqueous Coating Coating in a water base and applied like ink by a printing press to protect and
enhance the printing underneath. LongPack uses aqueous coating for all of our coating processes unless
otherwise informed.

Varnish A clear liquid applied to printed surfaces for looks and protection.

Spot Varnish Varnish used to high light a specific part of the printed sheet.

Gloss Varnish Often used to enhance the appearance of printed photographs, as the coating reflects
back the light and makes colors appear richer and more vivid. A gloss coating can add impact to your
print, especially in sales or promotional material.

Matte Varnish Gives the printed surface a non-glossy, smooth look. This type of seal is sometimes
considered to “"soften” the appearance of a printed image. Small text in a leaflet or booklet is easier to
read on a surface coated with matt vanish as the coasting scatters the light, reducing glare.

Silk | Satin Varnish This coating represents the "middle ground” between gloss and matte varnish,
being neither as glassy as a true gloss, nor as subtle as a matt. But in China, we use Matte varnish to
represent it.

UV Coating | Varnish Liquid applied to a printed sheet, then bonded and cured with ultraviolet light.
All-over UV Coating | Varnish UV Coating applied to the whole area of the printed sheet.

Spot UV Coating | Varnish UV used to high light a specific part of the printed sheet.

Die Cutting Cutting irregular shapes in paper or paperboard using a die.

Foil stamping Impressing metallic foil onto paper with a heated die. Gold and silver are most common
foil colors while other colors are also available.

Embossing Pressing an image into paper so that it will create a raised relief
Debossing Pressing an image into paper so it lies below the surface.

Foil Embossing Stamping a thin sheet of metallic foil onto a sheet of paper and then embossing a
pattern under it, creating a three dimensional raised area, usually text or an image.

Gilding Normally in the book areas, gold leafing the edges of a book. Silver |eaf is also possible.



Paperback Books

CBP Printing makes various kinds of paperback books like cook books, novels, coffee table books, etc.
Normally books are printed by 1C up to 5C according to the customers’ requirements.

Different paper stocks are available like woodfree, coated paper, from 60gsm up to 200gsm for the
text/content and up to 450gsm for the cover.

Perfect, PUR, Section Sewn are the most common binding methods for this kind of book.
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Hardback Books

Most books made by paperback can also be made by hardback.

Normally books are printed by 1C up to 5C according to the customers’ requirements.

Different paper stocks are available like woodfree, coated paper, from 60gsm up to 200gsm for the

text/content and 1.5mm-3.5mm board for the cover.

Case bind with square or round spine is available.
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Children Books

CBP Printing makes soft cover, hardcover, board book, wire-o bind of children editions.
All of our products are printed by soybean ink and are approved with EN71/ASTM F963 certificate.
Normally books are printed by 1C up to 5C according to the customers’ requirements.

We usually control the moisture within 12% for hardcover or board book according to the standard set
by Disney. Clients’ special requirement in this regard can also be discussed.
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Catalogs | Magazines
CBP Printing makes catalogs and magazines for various companies and publications.

We also help to source some art paper in order to meet the clients’ special needs.

Saddle Stitch, Perfect and PUR are the most common binding methods for this kind of printings.
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Paper Boxes | Packaging

CBP Printingmakes both board box as well as luxury boxes. We can print up to 6+1C if it is needed
by the clients.

For common boxes, Kraft paper, silver card, C1S paper, art paper are available. And for luxury boxes,
various shapes (including foldable ones) are available according to customers’ requirements.

CBP Printing makes not only simple boxes but also provide total packaging solutions for customers.

We can print, source accessories and assemble for the whole pack and deliver to customer directly in
terms of board games, educational packs, children packs, make-up packs, marketing packs etc.
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Paper Bags

CBP Printing only provide hand make paper bags or shopping bags.
Paper ranged from kraft paper to coated paper with or without lamination. The finish /processes like
UV, etc. are also available.

Calendars | Diaries

Desk calendars, wall calendars, customer-designed calendars are all available in LongPack. Wire-O
bind is most common for calendars but other ways of binding are also available.

Envelopes

CBP Printing make common envelopes with or without PP window in size of DL (5#), ZL (6#), C5 (7#)
and C4 (9#) as well as customer designed special sizes. Common papers for envelopes are offset
paper but art paper can also be a choice,

Cards | Flyers | Posters | Stickers

For stickers, kiss cut is especially important to ensure the proper cutting depth. Customers can
choose different kinds of paper and finishing processes.
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Magnet Series A (ISO216/DIN476)
CBP Printing provide customer designed magnet glued by printed paper. We source magnet raw material
from stable and reliable suppliers. And these magnets can be cut into shapes which fit your designs. M S e A As -
These come in forms of fridge magnet and some marketing magnet booklets. Ak RS A XS A3
A2 16.54 = 23.39 420 = 594
A3 11.69 x 16.54 297 x 420 i
Ring Binder I Presentation Folder A4 8.27 x 11.69 210 x 297 Al
CBP Printing provide paper or even leather printed, D&O Ring binders and customer designed presentation £ X827 k46,4210
folders. Various paper and finishing processes are available. A6 4.13 x 5.83 105 x 148
A7 291 x 4.13 74 x 105 A2
Flip Book
CBP Printing has special designed die-cut machine to trim the flip books into customer designed shapes.
This die-cut machine can ensure the smooth edges of the shapes compared to normal die-cut Series B (1S0216/DIN476)
machines. Unique shapes are available with different types of paper stocks. PR E I ———
BO 39.37 x 55.67 1000 x 1414 B5 -
B1 27.83 % 39.37 707 = 1000 B3 i
B2 19.69 = 27.83 500 x 707
B3 13.90 x 19.69 353 = 500 B
B4 9.84 x 13.90 250 x 353 B1
BS 6.93 x 9.84 176 x 250
B6 4.92 x 6.93 125 x 176
87 3.46 x 4.92 88 x 125 B2
Envelope
'—
c7 . 81 x 114 [Fesponeens
cé 114 x 162 AS
Cc5 162 x 229 r v S
c4 229 x 324 A6 A4
c3 324 x 458 + ¥
c2 458 x 648 [ [
Gt 648 x 917 | o | cé L
co 917 x 1297
DL 110 = 220
l § A3
A4 ‘ A3 ;
. ¥
+ +

‘ cs5 !‘ ‘ cs c4
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CBP Printing uses only branded and certified paper suppliers. Our normal paper stock suppliers in China
are: UPM, Gold East, SPCO and Chieftain. We also have stable suppliers in terms of art paper and
imported paper. Should you have special needs regarding paper stock brand, paper whiteness, paper
brightness, paper opacity, etc, please consult with us.

Below is the simple specification of these branded paper, detailed specifications are available upon
request.

Offset Paper

(Supplier: UPM) 60gsm, 70gsm, 80gsm, 90gsm, 100gsm, 120gsm, 140gsm, 160gsm, 180gsm etc.

Coated Paper | C2S Paper
(Supplier: Gold East) 105gsm, 128gsm, 157gsm
(Supplier: UPM) 80gsm, 90gsm, 100gsm, 120gsm
(Supplier: SPCO) 128gsm, 157gsm, 200gsm, 250gsm, 300gsm, 350gsm
Glossy Paper of SPCO

Item Unit Data Test Standard
Grammage g/m? 128 157 | 180 | 200 230 | 250 300 IS0 536
Bulk em3/g 0.80 0.82 [ 082 | 082 0.86 | 088 | 0.90 1S0 534
Gloss % 72 72 | 72 72 72 | 72 72 TAPP/T480
Printing gloss % a8 o8 | 98 ] 98 98 | 98 | 98 GB/T12033
PPS roughness pm 0.9 L 1.2 12 | 12 1.4 1S0 791/4
Brightness % 93 93 [ 93 ‘| 93 93 | 93 | 93 IS0 2470
Opacity % 94 96 | a8 98 a9 | 99 100 1S0 2471
Matt Paper of SPCO
Item Unit Data Test Standard
Grammage a/m? 128 157 180 200 230 250 IS0 536
Bulk cm3/g 090 | 090 | 088 0.90 0.92 0.94 150 534
Gloss % 42 30 30 30 30 30 TAPP/T480
Printing gloss % 85 [ 85 [ 85 85 85 85 GB/T12033
PPS roughness pm 2.5 2.0 2.0 2.0 2.0 2.0 1S0 791/4
Brightness % 94 [ 94 [ 94 94 94 94 150 2470
Opacity % 95 97 98 | 99 99 99 1S0 2471
C1S Paper

(Supplier: Chieftain) 210gsm, 250gsm, 300gsm, 350gsm, 400gsm, 450gsm

Uncoated Paper

Various types are available upon request.

Menken Paper
60gsm, 70gsm, 80gsm, 90gsm, 100gsm etc.

FSC Paper

Available if ordered quantity is over 10 tons.

All Artwork Formats Friendly

Our pre-press capability is state-of-the-art, varying from AO class (1194 x889mm). We accept all the
standard media (Zip, RAR, CD, DVD or upload to server) and graphics software (QuarkXPress,
Illustrator, Photoshop, PDF, CorelDraw etc). We can also help to make the design/artwork from our
cooperating Danish, Australian & Chinese mainland designers.

Our most preferred artwork formats would be PDF.

Color and DPI Management

European Prepress Defaults are preferred. For solid color, we encourage our clients to use PMS color
management for spot color. Please never forget to convert all your photos from RGB or other format
into CMYK before you finalize your artworks.

Do not trust the color shown on your monitor screen too much, the data shown in your software and
press proof is what you finally will get based on.

350DPI would be necessary for printing. Higher DPI is OK. But too high resolution is meaningless. And
lower DPI will make the graphic not clear enough.

Fonts and Link Management

We cannot ensure that we have all the fonts you use while you are designing your artworks. So you
either transfer all the fonts into curves or embed all the fonts with your PDF files, or send to us all your
special fonts together with the artworks. Otherwise some of the fonts will be missing during printing.
Links of photos are commonly used in some layout designing software. So please do not forget to
transfer the links of photos while you transfer the major files.

Artwork Transfer

1. Use a ftp client program to log in on our artwork server at: mega. com (please ask your
contact person in CBP Printing for a username and password.)

2. Compress your artwork within 10M each and email to us separately.

3. Post to us your CD or DVD.
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Very Urgent Delivery of 2 weeks

Delivery Time: within 2 weeks worldwide from our order confirmation to you received items.
Your Location: worldwide Delivered by: Couriers like DHL/UPS/FedEx/TNT.

No. LongPack Process w1
Order Confirmation @ |

Full Payment k=] | @ =]

Production | @

w2
i ‘
|
Exportation |
|
|
|

|
]

| |
[ |
® | @ | _|
Io OI
| |

|
|

® |

I ]

|

|

|

Trans:Courier

I_

~N N AW =

Importation |
Client Received |
2 weeks Worldwide

Urgent Delivery of 3-4 weeks

Delivery Time: within 3-4 weeks from our order confirmation to you received items.
Your Location: worldwide Delivered by: Air freight

No. LongPack Process w1 w2 w3 wa
® 1

1 Order Confirmation
2 Deposit of Payment [ [0 | i [
3 Production i [ ] ® [ ] [ ] [ ] [ ]
4 Rest of Payment | ® e l
5 Exportation | @
6 Trans:Air | [ [ [ ] [
7 Importation & @ [ @
8 Inland Trans | [ ] > e o
9 Client Received | L 2] @ @
3-4 weeks Worldwide
Normal Delivery of 7-11 weeks
Delivery Time: within 7-11 weeks from our order confirmation to you received items.
Your location: Singapore (7 weeks), Australia (8 weeks), Europe/USA (11 weeks)
Delivered by: Sea freight
No. LongPack Process 1 w2 w4 W5 6 w7 ws w9 wio  wii
1 Order Confirmation [ ] |
2 | Deposit of Payment | @ @ | [ |
3 Production oo o (o oo ofe |
4 Rest of Payment | e | | |
5 Exportation L I |
6 Trans:Sea o|le|o|o|o|0|o e 0|0
7 Importation (] ° | ®
8 Inland Trans | o] o] | | ®
9 Client Received | e @ | ®
7 weeks 8 weeks 11 weeks

Singapore Australia EU/USA

Standard Pallet Sizes

Dimensions, mm (WxL)

800x1200(most common in China)

1100x1100(most common in China)

1219x1016
1000x1200
1165%1165

1067x1067

Dimensions, in (WxL)

Standard Container Sizes

external dimensions

interior dimensions

door aperture

volume

recommended
net load

length
width
height

length

31.50x47.24
43.30%43.30
48.00x40.00
39.37x47.24
44 .88x44.88
42.00x42.00
20 container
imperial metric
20.0" ] 6.058m
8.0" 2.438m
8.6" ] 2.591m
18.8" 5.710m
Z:8" ] 2.352m
7:.9" 2.385m
7.8" ] 2.343m
75" | 2.280m
1.169ft ‘ 33.1m
17.2- ton
23 ton
18-22 ton
21 ton

40 container
imperial | metric
40.0" 12,192m
8.0" 2.438m
8.6" 2.591m
39.5" 12.032m
7.8" 2.352m
7.9" 2.385m

787 2.343m

7.5 2.280m
2.385ft 67.5m
19.§ ton
25.5 ton
25 ton

24 ton

CBP Printing common Packing Method

b =a T
B

Product

Wrap & Carton Pack

Shrink Wrap on Pallet

Region most used in

Europe, fits many doorways

Asia

North America

Europe, Asia, similarto 48x40"

Australia

North America, Europe Asia

40 high-cube container
imperial metric
40.0" 12.190m
8.0" 2.438m
9.6" 2.896m
39.4" 12.000m
2t 2.311m
8.9" 2.650m
7.6" 2.280m
8.5" 2.560m

2.660ft 75.3m

19.9 ton
25.5 ton

25 ton

24 ton

Pallet into Container
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